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(57) Abstract: The invention concerns a plate-shaped laminated element (1) with at least first and second substrates (1.1,1 .2), which 
are at least indirectly bonded together, and with at least a support element (5) associated with the first substrate (1.1) for fixing the 
laminated element (1) on an infrastructure (6) and an active position fixing element of the second substrate in case of bonding failure, 
^ wherein the position fixing element (7, 8, 9) is, according to the invention, only active between the first and second substrates and is 

O arranged spaced apart from the edge thereof. Said position fixing element is preferably applicable in laminated structures arranged 
in sloping or vertical mounting position, for example in solar modules with incorporated solar cells. 
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europeen (AT, BE, BG, CH, CY, CZ, DE, DK, EE, ES, FI, — avant I 'expiration du delai prevu pour la modification des 
FR, GB, GR, HU, IE, IT, LU, MC, NL, PL, PT, RO, SE, SI, revendications, sera republiee si des modifications sont re- 

SK, TR), OAPI (BF, BJ, CF, CG, CI, CM, GA, GN, GQ, cues 
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En ce qui concerne les codes a deux lettres et autres abrSvia- 
tions, se referer aux "Notes explicatives relatives aux codes et 

Publiee : abreviations" figurant au debut de chaque numero ordinaire de 

— avec rapport de recherche Internationale la Gazette du PCT. 



(57) Abrege : Dans un 616ment feuillete en forme de plaque (1) avec au moins un premier et un deuxieme, substrats (1.1, 1.2), 
qui sont assemblers Tune a l'autre au moins indirectement par collage, ainsi qu'avec au moins un 6\6ment de support (5) associe au 
premier substrat (1.1) pour fixer Tenement feuillete* (1) sur une infrastructure (6) et une fixation de position active du deuxieme substrat 
au moins en cas de deTaillance du collage, la fixation de position (7, 8, 9) est, conform6ment a l'invention, active uniquement entre 
le premier et le deuxieme substrats et est disposed a distance du bord de ceux-ci. Cette fixation de position trouve une application 
preTeree dans des elements feuilletSs disposes en position de montage inclinee ou verticale, par exemple dans des modules solaires 
avec des cellules solaires incorponSes. 



